
Suitable for a wide variety of commercial installation applications, such as background music playback and
telephone hold systems, the CD5001P replaces the popular CD5400P as the entry-level CD player within the
Marantz Professional Studioline range. The specification includes CD-R/RW Playback (of discs burned on both
CD recorders and in PCs), CD Text and Pitch Control (+/- 15 steps), together with high quality analogue and
digital outputs, remote control and 19” rack-mounting kit.

CD Player

CD5001P

Key Features

- Rigid metal chassis & solid metal front panel

- CD-R/RW Playback

- CD Text

- Pitch Control (+/- 15 steps)

- Optical and coaxial digital outputs

- High grade analogue outputs

- High quality headphone output with level control

- IR remote control 
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Specifications

General
Metal Front Panel 
Remote Control RC5400CD 
Power Consumption 12 Watts
Weight 3.7 kg
Maximum Dimensions (WxDxH) 440mm x 317mm x 89mm
Mechanism KSS-213CCM 
Decoder TC9462F 
D/A Conversion Multi-bit, Delta-Sigma 
DAC IC CS4392
Digital Filter CS4392
Noise Shaper CS4392
Low Pass Filter stage NJM2068
CDDA AUDIO
Frequency Response 20Hz- 20 KHz
Dynamic Range 100dB
Signal to Noise Ratio 110dB
Total Harmonic Distortion 0.000025
Channel Separation 100dB

Inputs/Outputs
Analogue Out 2ch
Digital Optical Out 1
Digital Coaxial Out 1
Gold plated RCA outputs
D-Bus In/Out
Headphone Out
Headphone Volume Control
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Design and specifications are subject to change by Marantz without notice.
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